SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

Some model versions of the Accord Coupe include a driver's airbag, located in the steering wheel hub, and a front
passenger’s airbag, located in the dashboard above the glove box. Information necessary to safely service the SRS
is included in this Shop Manual. ltems marked with an asterisk (*) on the contents page include, or are located near,
SRS components. Servicing, disassembling or replacing these items will require special precautions and tools, and
should therefore be done by an authorized Honda dealer.

A WARNING

® To avoid rendering the SRS inoperative, which could lead to personal injury or death in the event of a severe
frontal collision, all SRS service work must be performed by an authorized Honda dealer.
® Improper service procedures, including incorrect removal and installation of the SRS, could lead to personal
injury caused by unintentional activation of the airbags.
~@ ~AH SRS electrical wiring harnesses are covered with yellow insulation. Related components are located in the

steering column, front console, dashboard, dashboard lower panel, and in the dashboard above the glove hox.
\ Do not use electrical test equipment on these circuits. ’



INTRODUCTION

General Info

[—- How to Use This Manuil

The 94 ACCORD COUPE Shg Manual (Maintenance, Repair and
Construction) is divided into 2§ sections. The first page of each sec-
tion is marked with a black tab that lines up with its corresponding
thumb index tab on this page. You can quickly find the first page
of each section without looking through a full table of contents. The
symbols printed at the top corner of each page can also be used as
a quick reference system.

-

Each section includes:
1. A table of contents, or an exploded view index showing:
® Parts disassembly sequence.
® Bolt torques and thread sizes.
® Page references to descriptions in text.

. Disassembly/assembly procedures and tools.
. Inspection. R

- Testing/troubleshooting.

. Repair.

. Adjustments.

DO, WN

Special Tools

Specifications

Maintenance

Engine

Special Information

VLGN Indicates a strong possibility of severe personal injury
or loss of life if instructions are not followed.

CAUTION: Indicates a possibility of personal injury or equipment
damage if instructions are not followed.

NOTE: Gives hellpful information.

CAUTION: Detailed descriptions of standard workshop procedures,
safety principles and service operations are not included. Please note
that this manual contains warnings and cautions against some specif-
ic service methods which could cause PERSONAL INJURY, damage
a vehicle or mzke it unsafe. Please understand that these warnings
cannot cover al conceivabie ways in which service, whether or not
recommended by HONDA might be done, or of the possible
hazardous consequences of every conceivable way, nor could
HONDA investigate all such ways. Anyone using service procedures
or tools, whether or not recommended by HONDA, ‘must satisfy him-
self thoroughly that neither personal safety nor vehicle safety will
be jeopardized.

All information contained in this manual is based on the latest product
information available at the time of printing. We reserve the right
to make changes at any time without notice. No part of this publica-
tion may be reproduced, stored in retrieval system, or transmitted,
in any. form by any means, electronic, mechanical, photocopying,
recording, orotherwise, without the prior written permission of the

- publisher. This includes text, figures and tables.
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Chassis and Engine Numbers
European Model

F Vehicle Identification Number

1HGCD71300A000001

[T
Manufacturer, Make and T [
Type of Vehicle

1HG: HONDA OF AMERICA
MFG., INC., U.S.A.
HONDA, Passenger car

Line, Body and Engine Type

CD7: ACCORD COUPE/F22B5

CD9: ACCORD COUPE/F20B3
Body Type and Transmission Type ——

1: 2-door Coupe/5-speed Manual

2: 2-door Coupe/4-speed Automatic
Vehicle Grade {Series)

3: 2.2iES

4: 2.0ILS or 2.2iES with leather seats

5: 2.0iES
Fixed Code
Auxiliary Number
Factory Code

A: Ohio Factory in U.S.A. (Marysville)
Model Year

0: 1994
Serial Number

— Engine Number

F203-1000001

Engine Type
F20B3: 2.0 ¢ SOHC Sequential \
Multi-port Fuel-injected engine

F22B5: 2.2 ¢ SOHC Sequential
Multi-port Fuel-injected engine
Serial Number

— Transmission Number

P2C4-000001

\

Transmission Type
P2C4: Manual |
MPOA: Automatic

Serial Number
P2C4: 5000001 ~
MPOA: 1000001 ~

Except European Model

— Vehicle Identification Number

1HGCD722*RA00001

T " T
Manufacturer, Make and
Type of Vehicle

1HG: HONDA OF AMERICA
MFG., INC., U.S.A.
HONDA Passenger car
Line, Body and Engine Type
CD7: ACCORD COUPE/F22B1
and F22B2
Body Type and Transmission Type
2: 2-door Coupe/4-speed Automatic
Vehicle Grade (Series)
2: DX
3: LX
5: EX
Check Digit
Model Year
R: 1994
Factory Code
A: Ohio Factory in U.S.A. (Marysville)
Serial Number

— Engine Number

F22B1-1400001

Engine Type
F22B1: 2.2 £ SOHC VTEC Sequential
Multi-port Fuel-injected engine

F22B2: 2.2 ¢ SOHC Sequential
Multi-port Fuel-injected engine
Serial Number

r Transmission Number

MPOA-1000001

T—_F_

Transmission Type
MPOA: Automatic
Serial Number




Identification Number Locations

Vehicle Identification
Number (VIN)

13



Warning/Caution Label Locations

A: CABLE REEL CAUTION A {KG, KE)
® DANGER
REFER TO SERVICE (SHOP) MANUAL FOR DETAILED IN- EXPLOSIVE/FLAMMABLE
STRUCTIONS. POISON
REFER TO SHOP MANUAL.
POUR LES INSTRUCTIONS DETAILL’EES, SE REPORTER AU ® DANGER
MANUEL DE REPARATIONS. EXPLOSIF ET INFLAMMABLE
POISON
AUSFUHRLICHE ANWEISUNGEN SIND DEM WERKSTAT- SE REPORTER AU MANUEL D’ATELIER.
THANBUCH ZU ENTNEMEN. ® GEFAHR
EXPLOSIV/ENTZUNDBAR
RAADPLEEG HET WERKPLAATSHANDBOEK VOOR NA- GIFT
DERE AANWIJZINGEN. WERKSTATTHANDBUGH LESEN.
® GEVAAR
BRI — A== TN 2 SHBEC-E3. EXPLOSIEGEVAAR/BRANDBAAR
GIFTIG

B: DRIVER MODULE DANGER
(KH)

LEES HET WERKPLAATSHANDBOEK.

A DANGER

EXPLOSIVE/FLAMMABLE

CONTACT WITH ACID, WATER OR HEAVY METALS SUCH
AS COPPER, LEAD OR MERCURY MAY PRODUCE HARM-
FUL AND IRRITATING GASES OR EXPLOSIVE COM-
POUNDS. STORAGE TEMPERATURES MUST NOT EXCEED
200°F (100°C}. FOR PROPER HANDLING, STORAGE AND
DISPOSAL PROCEDURES REFER TO SERVICE MANUAL,
SRS SUPPLEMENT.

POISON

CONTAINS POISONOUS SODIUM AZIDE AND POTASSIUM
NITRATE.

FIRST AID

IF CONTENTS ARE SWALLOWED, INDUCE VOMITING. FOR
EYE CONTACT, FLUSH EYES WITH WATER FOR 15
MINUTES. IF GASES (FROM ACID OR WATER CONTACT)
ARE INHALED, SEEK FRESH AIR. IN EVERY CASE, GET
PROMPT MEDICAL ATTENTION.

KEEP OUT OF REACH OF CHILDREN.

C: DRIVER MODULE WARNING
(KH)

A WARNING

THE AIRBAG INFLATOR IS EXPLOSIVE AND, IF ACCIDEN-

TALLY DEPLOYED, CAN SERIOUSLY HURT OR KILL YOU.

® DO NOT USE ELECTRICAL TEST EQUIPMENT OR PROB-
ING DEVICES.
THEY CAN CAUSE ACCIDENTAL DEPLOYMENT.

® NO SERVICEABLE PARTS INSIDE. DO NOT DISAS-
SEMBLE.

® PLACE AIRBAG UPRIGHT WHEN REMOVED.

® FOLLOW SERVICE (SHOP) MANUAL INSTRUCTIONS
CAREFULLY.

A ATTENTION

LE GONFLEUR DE COUSSIN D’AIR EST EXPLOSIBLE ET S’LL

SE DEPLOIE ACCIDENTELLEMENT, IL RISQUE DE PROVO-

QUER DES BLESSURES GRAVES OU DE TUER.

® NE PAS UTILISER DE MATERIEL D’ESSAI ELECTRIQUE
Nt DE SONDE. ILS POURRAIENT PROVOQUER UN
DEPLOIMENT ACCIDENTEL DU COUSSIN D’AIR.

® ILN'Y A PAS DE PIECES REPARABLES A L'INTERIEUR.
NE PAS DEMONTER.

® QUAND ON RETIRE LE COUSSIN D’AIR, LE TENIR A LA
VERTICALE.

® SUIVRE ATTENTIVEMENT LES INSTRUCTIONS DU
MANUEL D’ENTRETIEN.




(KG, KE)

WARNING

® REFER TO THE SHOP MANUAL.

® SE REPORTER AU MANUEL D’ATELIER.
® WERKSTATTHANDBUCH LESEN.

® LEES HET WERKPLAATSHANDBOEK.

D: INFLATOR BAM LABEL
(KE, KG only}
ISI manufactured inflator:

AIRBAG GAS GENERATOR GG7-100

ISt

HERSTELLUNGSJAHR: 1993

EINFOHRER: HONDA DEUTSCHLAND
GMBH/OFFENBACH

BAM PT:-0469

DER GASGENERATOR DART NUR FUR INSASSENRUCK-
HALTESYSTEME MIT LUFTSACK IN KRAFTFAHRZEUGE
MONTIERT WERDEN.

DIE MONTAGE UND DEMONTAGE DES GASGENERATORS
DARF NUR VON DAFUR GESCHULTEM PERSONAL VOR-
GENOMMEN WERDEN.

CAUTION THE GAS GENERATOR SHOULD ONLY BE
CONTAINS INSTALLED IN VEHICLES EQUIPPED WITH
FLAMMABLE THE AIRBAG SYSTEM. THE GAS GENERA-
SOLIDS Us TOR IS TO BE INSTALLED AND/OR DISAS-
DOT-E-9066 SEMBLED ONLY BY TRAINED PERSONNEL.

ATTENTION LE GENERATEUR DE GAZ NE PEUT ETRE IN-
CONTENT DE STALLE QUE SUR DES VEHICULES EQUIPES

SOLIDES D’UN SYSTEME AIRBAG LE MONTAGE ET
FLAMMABLES LE DEMONTAGE DU GENERATEUR DE GAZ
us NE PEUT ETRE EFFECTUE QUE PAR UN PER-

DOT-E-9066 SONNEL QUALIFIE.

TRW Safety Systems manufactured inflator:

AIRBAG GAS GENERATOR

TRW SAFETY SYSTEMS/MESA

HERSTELLUNGSJAHR:

EINFUHRER: HONDA DEUTSCHLAND
GMBH/OFFENBACH

BAM PT:-0538

DER GASGENERATOR DARF NUR FUR INSASSENRUCK-
HALTESYSTEME MIT LUFTSACK IN KRAFTFAHRZEUGE
MONTIERT WERDEN.

DIE MONTAGE UND DEMONTAGE DES GASGENERATORS
DARF NUR VON DAFUR GESCHULTEM PERSONAL VOR-
GENOMMEN WERDEN.

CAUTION THE GAS GENERATOR SHOULD ONLY BE

CONTAINS INSTALLED IN VEHICLES EQUIPPED WITH

FLAMMABLE THE AIRBAG SYSTEM.

SOLIDS Us THE GAS GENERATOR IS TO BE INSTALLED

DOT-E-8236 AND/OR DISASSEMBLED ONLY BY
TRAINED PERSONNEL.

ATTENTION LE GENERATEUR DE GAZ NE PEUT ETRE IN-
CONTENT DE STALLE QUE SUR DES VEHICULES EQUIPES

SOLIDES D’'UN SYSTEME AIRBAG. LE MONTAGE ET
FLAMMABLE LE DEMONTAGE DU GENERATEUR DE GAZ
us NE PEUT ETRE EFFECTUE QUE PAR UN PER-

DOT-E-8236 SONNEL QUALIFIE.

E: STEERING WHEEL WARNING
(KE, KG}

WARNING

® REFER TO THE SHOP MANUAL.

® SE REPORTER AU MANUEL D'ATELIER.
©® WERKSTATTHANDBUCH LESSEN.

MORTON International manufactured inflator:

® LEES HET WERKPLAATSHANDBOEK.

AIRBAG GAS GENERATOR UT11600

MORTON INTERNATIONAL INC OGDEN UT. USA

HERSTELLUNGSJAHR: 1992

EINFUHRER: HONDA DEUTSCHLAND
GMBH/OFFENBACH

BAM PT.-0388

DER GASGENERATOR DARF NUR FUR INSASSENRUCK-
HALTESYSTEME MIT LUFTSACK IN KRAFTFAHRZEUGE
MONTIERT WERDEN.

DIE MONTAGE UND DEMONTAGE DES GASGENERATORS
DARF NUR VON DAFUR GESCHULTEM PERSONAL VOR-
GENOMMEN WERDEN.

CAUTION THE GAS GENERATOR SHOULD ONLY BE
CONTAINS INSTALLED IN VEHICLES EQUIPPED WITH
FLAMMABLE THE AIRBAG SYSTEM. THE GAS GENERA-
SOLIDS US TOR IS TO BE INSTALLED AND/OR DISAS-
DOT-E-8214 SEMBLED ONLY BY TRAINED PERSONNEL.

ATTENTION LE GENERATEUR DE GAZ NE PEUT ETRE IN-
CONTENT DE STALLE QUE SUR DES VEHICULES EQUIPES

SOLIDES D’UN SYSTEME AIRBAG LE MONTAGE ET
FLAMMABLES LE DEMONTAGE DU GENERATEUR DE GAZ
us NE PEUT ETRE EFFECTUE QUE PAR UN PER-

DOT-E-8214 SONNEL QUALIFIE.

E: STEERING WHEEL NOTICE
(KH)

NOTICE

IMPROPER STEERING WHEEL REMOVAL ORINSTALLATION
CAN DAMAGE SRS COMPONENTS.

FOLLOW SERVICE MANUAL INSTRUCTIONS CAREFULLY.

F: SRS WARNING (HOOD)
(KH)

SUPPLEMENTAL RESTRAINT SYSTEM (SRS}

THIS VEHICLE IS EQUIPPED WITH DRIVER AND FRONT
SEAT PASSENGER AIRBAGS.

ALL SRS ELECTRICAL WIRING AND CONNECTORS ARE
COLORED YELLOW.

TAMPERING WITH, DISCONNECTING OR USING ELECTRI-
CAL TEST EQUIPMENT ON THE SRS WIRING CAN MAKE
THE SYSTEM INOPERATIVE OR CAUSE ACCIDENTAL FIR-
ING OF THE INFLATOR.

A WARNING

THE AIRBAG INFLATOR IS EXPLOSIVE AND, IF ACCIDEN-
TALLY DEPLOYED, CAN SERIOUSLY HURT YOU. FOLLOW
SERVICE MANUAL INSTRUCTIONS CAREFULLY.

{cont’d)
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Warning/Caution Label Locations
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G: STEERING COLUMN NOTICE
(KE, KH)

(KE)

NOTICE
TO PREVENT DAMAGE, REMOVE STEERING WHEEL BE-
FORE REMOVING STEERING SHAFT CONNECTING BOLT.

REMARQUE

POUR EVITER TOUT DOMMAGE DU SRS, RETIRER LE
VOLANT AVANT DE RETIRER LE BOULON DE RECCORDE-
MENT DE L'ARBRE DE DIRECTION.

G: STEERING COLUMN CAUTION
(KG)

ACHTUNG

UM BESCHADIGUNGEN DER S.R.S.-KABELROLLE ODER
DES KABELS. WELCHE DAS S.R.S.-SYSTEM AUBER FUNK-
TION SETZEN WURDEN. 2U VERMEIREN, VOR ARBEITEN
AN DER LENKSPINDEL DAS LENKRAD AUSBAUEN.

WAARSCHUWING

OM TE VOORKOMEN DAT DE S.R.S.-KABEL OF- HASPEL
BESCHADIGD WORDEN, HETGEEN ERTOE ZOU LEIDEN
DAT HET SYSTEEM UITVALT, DIENT U HET STUUR TE VER-
WIJDEREN VOORDAT U DE STUURSCHACHTCONNECTOR-
BOUT VERWIJDERT.

® DANGER
EXPLOSIVE/FLAMMABLE
POISON
REFER TO THE SHOP MANUAL.
® DANGER
EXPLOSIF ET INFLAMMABLE
POISON
SE REPORTER AU MANUEL D'ATELIER.
® GEFAHR
EXPLOSIV/ENTZUNDBAR
GIFT
WERKSTATTHANDBUCH LESEN.
® GEVAAR
EXPLOSIEGEVAAR/BRANDBAAR
GIFTIG
LEES HET WERKPLAATSHANDBOEK.

I: LABEL AIRBAG
J: INFLATOR BAM LABEL

{KE only)
MORTON INTERNATIONAL manufactured inflator:

H: FRONT SEAT PASSENGER AIRBAG MODULE DANGER
(KH})

A DANGER

EXPLOSIVE/FLAMMABLE

CONTACT WITH ACID, WATER OR HEAVY METALS SUCH
AS COPPER, LEAD OR MERCURY MAY RPODUCE HARM-
FUL AND IRRITATING GASES OR EXPLOSIVE COM-
POUNDS. STORAGE TEMPERATURES MUST NOT EXCEED
200°F (100°C). FOR PROPER HANDLING, STORAGE AND
DISPOSAL PROCEDURES REFER TO SERVICE MANUAL,
SRS SUPPLEMENT.

POISON

CONTAINS POISONOUS SODIUM AZIDE AND POTASSIUM
NITRATE.

FIRST AID

IF CONTENTS ARE SWALLOWED, INDUCE VOMITING. FOR
EYE CONTACT, FLUSH EYES WITH WATER FOR 15
MINUTES. IF GASES (FROM ACID OR WATER CONTACT)
ARE INHALED, SEEK FRESH AIR. IN EVERY CASE, GET
PROMPT MEDICAL ATTENTION.

KEEP OUT OF REACH OF CHILDREN.

AIRBAG GAS GENERATOR UT11873

MORTON INTERNATIONAL, OGDEN, USA

HERSTELLUNGS (JAHR)

EINFUHRER: HONDA DEUTSCHLAND
GMBH/OFFENBACH

BAM PT:-0437

DER GASGENERATOR DART NUR FUR INSASSENRUCK-
HALTESYSTEME MIT LUFTSACK IN KRAFTFAHRZEUGE
MONTIERT WERDEN.

DIE MONTAGE UND DEMONTAGE DES GASGENERATORS
DARF NUR VON DAFUR GESCHULTEM PERSONAL VOR-
GENOMMEN WERDEN.

CAUTION THE GAS GENERATOR SHOULD ONLY BE
CONTAINS INSTALLED IN VEHICLES EQUIPPED WITH
FLAMMABLE THE AIRBAG SYSTEM. THE GAS GENERA-
SOLIDS TORIS TO BE INSTALLED AND/ OR DISAS-

SEMBLED ONLY BY TRAINED PERSONNEL.

ATTENTION LE GENERATEUR DE GAZ NE PEUT ETRE IN-

CONTENT DE STALLE QUE SUR DES VEHICULES EQUIPES

SOLIDES D’UN SYSTEME AIRBAG LE MONTAGE ET

FLAMMABLES LE DEMONTAGE DU GENERATEUR DE GAZ
NE PEUT ETRE EFFECTUE QUE PAR UN PER-
SONNEL QUALIFIE.

A WARNING

THE AIRBAG INFLATOR IS EXPLOSIVE AND, IF ACCIDEN-

TALLY DEPLOYED, CAN SERIOUSLY HURT OR KILL YOU.

® DO NOT USE ELECTRICAL TEST EQUIPMENT OR PROB-
ING DEVICES.
THEY CAN CAUSE ACCIDENTAL DEPLOYMENT.

® NO SERVICEABLE PARTS INSIDE. DO NOT DISAS-
SEMBLE.

® PLACE AIRBAG UPRIGHT WHEN REMOVED.

® FOLLOW SERVICE MANUAL INSTRUCTIONS
CAREFULLY.

(cont’d)

1-7




Warning/Caution Label Locations
— (cont’d)

K: DRIVER INFORMATION

ALWAYS WEAR YOUR SEAT BELT

® THIS CAR IS EQUIPPED WITH A DRIVER AIRBAG AND
A FRONT SEAT PASSENGER AIRBAG AS A SUPPLEMEN-
TAL RESTRAINT SYSTEM (SRS).

® IT IS DESIGNED TO SUPPLEMENT THE SEAT BELT.

® BEFORE DRIVING READ LABEL INSIDE THE GLOVE BOX.

ALWAYS WEAR YOUR SEAT BELT

® THIS CAR IS EQUIPPED WITH A DRIVER AIRBAG AND
A FRONT SEAT PASSENGER AIRBAG AS A SUPPLEMEN-
TAL RESTRAINT SYSTEM (S.R.S.).

@ IT IS DESIGNED TO SUPPLEMENT THE SEAT BELT.

® IF YOUR SRS INDICATOR LIGHTS WHILE DRIVING SEE
YOUR AUTHORIZED HONDA DEALER.

ATTACHEZ TOUJOURS VOTRE CEITURE

® CE VEHICULE EST EQUIPE D'UN COUSSIN D’AIR POUR
LE PASSAGER AVANT, QUI CONSTITUENT UN SYS-
TEME DE RETENUE COMPLEMENTAIRE (S.R.S.).

@ CE COUSSIN D’AIR COMPLETE LA FONCTION DE LA
CEINTURE DE CECURITE.

@ SILE TEMOIN SRS S’ALLUME PENDANT LA CONDUITE,
ADRESSEZ-VOUS A VOTRE CONSSIONNAIRE HONDA
OFFICIEL.

SICHERHEITSUGRTE BE! JEDER FAHRT ANLEGEN

® DIESES FAHRZEUG BESITZT JE EINEN AIRBAG FUR
FAHRER UND BEIFAHRER ALS ZUSATZLICHES RUCK-
HAL TESYSTEM (S.R.S.). ]

® DAS RUCKHALTESYSTEM IST EINE ERGANZUNG ZUM
SICHERHEITSGURT.

® SOLLTE WAHREND DER FAHRT DIE SRS-
KONTROLLEUCHTE AUFLEUCHTEN SUCHEN SIE BITTE
UNGEHEND EINEN HONDA-HANDLER SUF.

DRAAG ALTLID UW VEILIGHEIDSGORDEL

® DIT VOERTUIG IS UITGERUST MET AIRBAG (SRS) AAN
BESTUURDERSZIJDE EN PASSAGIERSZIJDE VOOR EX-
TRA VEILIGHEID.

® ONTWORPEN ALS EXTRA BESCHERMING NAAST DE
VEILIGHEIDSGORDELS.

® ALS HE SRS-WAARSCHUWINGSLAMPJE GAAT BRAN-
DEN ONDER HET RIJDEN, NEEM DAN KONTAKT OP MET
EEN HONDA DEALER.

L: GLOVE BOX INFORMATION
(KH}

AIRBAG INFORMATION
SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

® THE SRS MUST BE INSPECTED TEN YEARS AFTER IT
IS INSTALLED. THE DATE OF INSTALLATION IS SHOWN
ON THE CERTIFICATION PLATE, LOCATED ON THE
DRIVER’S DOOR JAMB.

® DIAGNOSTIC CHECKS AND REPLACEMENT OF SRS
COMPONENTS MUST BE DONE BY AN AUTHORIZED
DEALER.

® SEE YOUR OWNER'S MANUAL FOR ADDITIONAL SRS
INFORMATION.

M: MONITOR NOTICE

NOTICE

® NO SERVICEABLE PARTS INSIDE.

@® REFER TO SERVICE MANUAL FOR DETAILED IN-
STRUCTIONS.




FROZEN BATTERY
FLUID CAUTION
ENGINE COOLANT
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Lift and Support Points
— Lift

VUGN When heavy rear components such as suspension, fuel tank, spare tire and trunk lid are to be removed,

place additional weight in the trunk before hoisting. When substantial weight is removed from the rear of the car. the
center of gravity may change and can cause the car to tip forward on the hoist.

NOTE: Since each tire/wheel assembly weighs approximately 30 Ibs (14 kg), placing the front wheels in the trunk can
assist with weight distribution.

1. Place the lift blocks as shown.

2. Raise the hoist a few inches (centimeters) and rock the car to be sure it is firmly supported.

3. Raise the hoist to full height and inspect lift points for solid support.

—F =
‘5 k
Q
Q
D
=
= o
FRONT SUPPORT POINT LIFT BLOCKS REAR SUPPORT POINT

(cont’'d)
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— Floor Jack

1. Set the parking brake and block the wheels that are

not being lifted. ® Always use safety stands when working on or under

any vehicle that is supported only by a jack.
® Never attempt to use a bumper jack for lifting or sup-
porting the car.

2. When lifting the rear of the car, put the gearshift
lever in reverse (Automatic transmission in [P] po-
sition).

3. Raise the car high enough to insert the safety stands.
4. Adjust and place the safety stands as shown on page

1-15 so the car will be approximately level, then low-
er the car onto them.

Front

CENTER BEAM

Center the jacking
bracket in the middle
of the jack lift platform.

LIFT PLATFORM

Rear

Center the jacking
bracket in the middie
of the jack lift platform.

LIFT PLATFORM
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