INTRODUCTION *General Info

— How to Use This Manual

This supplement contains information for the 1995 Prelude. Refer 1
to following shop manuals for service procedures and data not SpeClal TOOIS
included in this supplement.

Description Code No.
PRELUDE MAINTENANCE, REPAIR and 6255000 ifi i
CONSTRUCTION 92 Spec'f'catlons
PRELUDE SUPPLEMENT 93 6255020
PRELUDE SUPPLEMENT 94 6255021

The first page of each section is marked with a black tab that lines -
up with one of the thumb index tabs on this page. You can quickly Ma|ntena nce
find the first page of each section without looking through a ful!
table of contents. The symbols printed at the top corner of each
page can also be used as a quick reference system.

] ] Engine
— Special Information
Indicates a strong possibility of severe personal injury or loss of H
life if instructions are not followed. COO““ g
CAUTION:

Indicates a possibility of personal injury or equipment damage if
instructions are not folliowed.

NOTE: Fuel and Emissions ‘Jb

Gives helpful information.

CAUTION:

Detailed descriptions of standard workshop procedures, safety
principles and service operations are not inciuded. Please note Tra nsaXIe
that this manual contain warnings and cautions against some
| specific service methods which could cause PERSONAL INJURY,
! damage a vehicle or make it unsafe. Please understand that these
|

|

warnings cannot cover all conceivable ways in which service,
whether or not recommended by Honda, might be done, or of the 3% Steerin
possible hazardous consequences of every conceivable way, nor g
could Honda investigate all such ways. Anyone using service
procedures or tools, whether or not recommended by Honda,
must satisfy himself thoroughly that neither personal safety nor
vehicle safety will be jeopardized.

Suspension

All information contained in this manual is based on the latest
product information available at the time of printing. We reserve
the rigtht to make changes at any time without notice. No part of
this publication may be reproduced, stored in retrieval system, or
transmitted, in any form by any means, electronic, mechanical, Bfakes
photocopying, recording, or otherwise, without the prior written - S
permission of the publisher. This includes text, figures and tables. “ﬁcgudjng ABS )

arked sections are not included in this manual.
As sections with * include SRS components; special precautions are *B d
required, when servicing. o y

First Edition 1/95 112 pages HONDA MOTOR CO., LTD.
All Rights Reserved Service Publication Office
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Outline of Model Changes

MODELS REFERENCE
ITEM DESCRIPTION 93 94 95 SECTION
Engine Added @) -
H22A2 engine
Added
H22A1 engine (KQ model) O -
Recommended engine oil SH grade
PGM-FI Added @) -
H22A2 engine
Added
H22A1 engine (KQ model) O -
Changed
Main wire harness
Added O 11
H23A1 engine (KM model)
Manual Added O -
3 Transmission M2F5 manual transmission for H22A2 engine
Changed
Countershaft clearance inspection O 13
Reverse idler gear shaft bolt torque
Automatic Modified
Transmission Circuit diagram
Changed
Reverse idler gear shaft and holder
Main valve body assembly O -
Secondary shaft assembly
Clutch discs and pistons
Throttle control cable inspection and adjustment
Discontinued
Right side cover protector
Added
1st clutch disc
Parking pin switch for KM model O 14
Changed
1st-hold clutch plate
Transmission housing bolt torque
Steering (4WS) Changed
Blinking interval of problem code indication patterns O -
Deleted
No. 70 (IG1) of problem code
Body Changed
Center console
Door construction O -
Added
Rear emblem
Trunk spoiler with high mount brake light (KQ model VTEC)
Changed
Front seat belt upper and lower anchor bolt construction
Sunroof seal holder mounting nuts
Added O 20
Knee bolster (KM model)
Door cylinder protector




ITEM

DESCRIPTION

Air Conditioning

MODELS

93

94

95

REFERENCE
SECTION

Changed
Refrigerant: Refrigerant HFC-134a (R-134a)

O

Changed
Circuit diagram
Relief valve cover of the Hadsys-mode spiral-type compressor
(HS-090L)

22

Electrical

Added
H22A2 engine
Interlock system (KQ model)
Power door lock actuator (KQ model)
SRS type |
Changed
Power supply circuit
Dash lights brightness control unit (European model)
Integrated control unit {(KY model)

Added
H22A1 engine (KQ model)
New indicator light (some models)
Ceiling/Spot light (KQ, KY models)
SRS type HI
Changed
- Shift lever position indicator {luminescent gauges)
Interlock system connector (KQ model)
Brake/High mount brake light failure sensors
Turn signal/Hazard flasher system circuits
Dash lights brightness control controller locations (some models)
Power windows driver’s switch assembly
Head light adjuster switch location
Seat heater switch location
Power mirror switch location
- Headlight washer switch location
Adopted
New main gauge (luminescent gauges)

Added (KM model)
Clutch interlock switch for starting system
Parking pin switch for interlock system
Key-off timer for power windows
Key-off timer for sunroof
Changed (KM model)
Shift lever position indicator circuit diagram
Integrated control unit circuit diagram
Changed
Stereo sound system is now possible to replace the antenna tube
Power mirror is now possible to replace the power mirror
actuator

23




General Information

Chassis and Engine Numbers

Identification Number Locations ...........




Chassis and Engine Numbers

European Model

’—Vehicle Identification Number ——

JHMBB1 _1r 8
Manufacturer, Make and
Type of Vehicle
JHM: HONDA MOTOR CO., LTD.
JAPAN

HONDA Passenger car
Line, Body and Engine Type
BB1: Prelude/H22A2
BB2: Prelude/H23A2
BB3: Prelude/F20A4
Body Type and Transmission Type ——
1: 2-door Coupe/5-speed Manual
2: 2-door Coupe/4-speed Automatic

00 C 200001

Vehicle Grade (Series)
4:2.0i
5:2.3i
B: 2.3i with driver’'s and a front
passenger’s SRS airbag system
8: 2.2i-VTEC with driver's and a
front passenger’s SRS airbag system

Fixed Code

Auxiliary Number

Factory Code
C: Saitama Factory in Japan (Sayama)

Model Year
2: 1995 (BB1)
3: 1995 (BB2, BB3)

Serial Number

—Engine Number

Engine Type
F20A4: 2.02 SOHC Sequential Multiport Fuel-
injected engine with catalytic convert-

er

H22A2: 2.28 DOHC VTEC Sequential Multi-
port Fuel-injected engine with catalytic
converter

H23A2: 2.30 DOHC Sequential Multiport Fuel-
injected engine with catalytic convert-
er

F20A4—9400001

Serial Number
F20A4: 9400001~
H22A2: 3000001~
H23A2: 4000001~

— Transmission Number

Transmission Type
M2F5: Manual with H22A2 engine
M2J4: Manual with F20A4 engine
M2K4: Manual with H23A2 engine
MP1A: Automatic

M2F5—3000001

Serial Number
M2F5: 3000001

Except M2F5: 4000001




Except European Model

— Vehicle Identification Number ———  —Engine Number
JHMBA8 1400 C 300001 F22A1—9490001
Manufacturer, Make and Engine Type
Type of Vehicle F22A1: 2.2 8 SOHC Sequential Multiport Fuel-
JHM: HONDA MOTOR CO., LTD. injected engine with catalytic convert-
JAPAN er (KQ)
HONDA, Passenger car F22A2: 2.20 SOHC Sequential Multiport Fuel-
Line, Body and Engine Type injected engine without catalytic con-
BAS8: Prelude/F22A1, F22A2 verter (KT/KY)
BB1: Prelude/H22A1 H22A1: 2.20 DOHC VTEC Sequential Multi-
BB2: Prelude/H23A1 port Fuel-injected engine with catalytic
Body Type and Transmission Type —— converter (KQ)
1: 2-door Coupe/5-speed Manual H23A1: 2.3 0 DOHC Sequential Multiport Fuel-
2: 2-door Coupe/4-speed Automatic injected engine with catalytic convert-
Vehicle Grade (Series) er (KQ, KM)
4: S (KQ), Si (KT, KY, KM) Serial Number
5: Si (KQ) and Si-SPECIAL (KQ) F22A1: 9490001
7: VTi-R (KQ) F22A2: 9400001
Fixed Code H22A1: 1910001
Auxiliary Number or Production Year H23A1: 4800001
Auxiliary Number (Except KM): 0
Production Year (KM)
R: 1994 ..
S: 1995 — Transmission Number
Factory Code
C: Saitama Factory in Japan {Sayama) M2C4—4000001
Model Year
2: 1995 (BB1) Transmission Type
3: 1995 (BAS8, BB2) M2C4: Manual with F22A2 engine (KT/KY)
Serial Number M2F5: Manual with H22A1 engine (KQ)
M2J4: Manual with F22A1 engine (KQ)
M2K4: Manual with H23A1 engine (KQ, KM)
MP1A: Automatic
Serial Number
M2F5: 3000001
Except M2F5: 4000001




Identification Number Locations

Certification Plate
Vehicle Identification
Number (VIN), (KY)

Certification Plate
Vehicle Identification
Number (VIN), (KM)

Vehicle Identification Vehicle Identification

Number (VIN) Number (VIN),
Plate (European)

Transmission Number
{Automatic)

Transmission Number
(Manual)

Engine Number \B,:mc?: %%ggd

(KQ), Plate

VIN, Engine Number
and Vehicle Type {KT), Plate
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Warning/Caution Label Locations

SRS Airbag System Type lll:

A: CABLE REEL CAUTION A

REFER TO SERVICE (SHOP) MANUAL FOR DETAILED
INSTRUCTIONS.

POUR LES INSTRUCTIONS DETAILL'EES, SE REPORTER
AU MANUEL DE REPARATIONS.

IR, REEFR Y I — R a T A4 BRBLTAX
Vg

AUSFHRLICHE ANMEISUNGEN SIND DEM ZU
ENTINEMEN.

RAAD PLEEG HET WERKPLAATSHANDBOEK VOOR
NADERE AANWIJZINGEN.

(see page 1-6)

(see page 1-6)

(KM model)

NOTICE
IMPROPER STEERING WHEEL REMOVAL OR
INSTALLATION CAN DAMAGE SRS COMPONENTS.
FOLLOW SERVICE (SHOP) MANUAL INSTRUCTIONS
CAREFULLY.

REMARQUE
UN RETRAIT OU UNE REPOSE INCORRECTS DU VOLANT
RISQUENT D'ENDOMMAGER LES PIECES
CONSTITUTIVES DU SRS. SUIVRE ATIENTIVEMENT LE
MANUEL D’ENTRETIEN.

B: STEERING WHEEL WARNING
{Except KM model)

WARNING
*REFER TO THE SHOP MANUAL.

*SE REPORTER AU MANUEL D’ATELIER.
e WERKSTATTHANDBUCH LESEN.
oLEES HET WERKPLAATSHANDBOEK.

{cont’'d)
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Warning/Caution Label Locations

- (cont’d)

C: DRIVER MODULE DANGER (Except KM model)

* DANGER
EXPLOSIVE/FLAMMABLE
POISON
REFER TO THE SHOP MANUAL.

¢ DANGER
EXPLOSIF ET INFLAMMABLE
POISON
SE REPORTER AU MANUEL D’ATELIER.

e GEFAHR
EXPLOSIV/ENTZUNDBAR
GIFT
WERKSTATTHANDBUCH LESEN.

e GEVAAR
EXPLOSIEGEVAAR/BRANDBAAR
GIFTIG
LEES HET WERKPLAATSHANDBOEK.

D: DRIVER MODULE WARNING
(Except KM model)

WARNING
o REFER TO THE SHOP MANUAL.

o SE REPORTER AU MANUEL D’ATELIER.
o WERKSTATTHANDBUCH LESEN.
oLEES HET WERKPLAATSHANDBOEK.

(KM model)

(KM model)

A\ DANGER

EXPLOSIVE/FLAMMABLE

CONTACT WITH ACID, WATER, OR HEAVY METALS
SUCH AS COPPER, LEAD, OR MERCURY, MAY PRODUCE
HARMFUL AND IRRITATING GASES OR EXPLOSIVE
COMPOUNDS. STORAGE TEMPERATURES MUST NOT
EXCEED 200°F (100°C). FOR PROPER HANDLING,
STORAGE AND DISPOSAL PROCEDURES REFER TO
SERVICE (SHOP) MANUAL, SRS SUPPLEMENT.

POISON

CONTAINS POISONOUS SODIUM AZIDE AND
POTASSIUM NITRATE.

FIRST AID

IF CONTENTS ARE SWALLOWED, INDUCE VOMITING.
FOR EYE CONTACT, FLUSH EYES WITH WATER FOR 15
MINUTES. IF GASES (FROM ACID OR WATER CONTACT)
ARE INHALED, SEEK FRESH AIR. IN EVERY CASE, GET
PROMPT MEDICAL ATTENTION.

KEEP OUT OF REACH OF CHILDREN.

A DANGER

EXPLOSIBLE/INFLAMMABLE

TOUT CONTACT AVEC L'ACIDE, L'EAU OU DES METAUX
LOURDS COMME LE CUIVRE, LE PLOMB OU LE
MERCURE RISQUE DE PRODUIRE DES GAZ NOCIFS ET
IRRITANTS OU DES COMPOSES EXPLOSIFS. LES
TEMPERATURES DE RANGEMENT NE DEVRONT PAS
DEPASSER 200°F (100°C). POUR LES PROCEDURES DE
MANIPULATION, DE RANGEMENT ET DE MISE AU
REBUT, VOIR LE SUPPLEMENT SRS DU MANUEL
D’ENTRETIEN.

POISON

RENFERME DE L'ACIDE DE SOUDE ET DU NITRATE DE
POTASSIUM TOXIQUES.

PREMIERS SECOURS

S| LE CONTENU EST ABSORBE, INDUIRE UN
VOMISSEMENT. EN CAS DE CONTACT AVEC LES YEUX,
LAVER A GRANDE EAU PENDANT UN QUART D'HEURE.
EN CAS D’INHALATION DES GAZ (PAR CONTACT AVEC
L’ACIDE OU L’EAU), ALLER A L'AIR FRAIS. DANS TOUS
LES CAS, OBTENIR PROMPTEMENT DES SOINS
MEDICAUX.

TENIR HORS DE PORTEE DES ENFANTS.

& WARNING

THE AIRBAG INFLATOR IS EXPLOSIVE AND, IF

ACCIDENTALLY DEPLOYED, CAN SERIOUSLY HURT OR

KILL YOU.

e DO NOT USE ELECTRICAL TEST EQUIPEMENT OR
PROBING DEVICES.
THEY CAN CAUSE ACCIDENTAL DEPLOYMENT.

*NO SERVICEABLE PARTS INSIDE. DO NOT
DISASSEMBLE.

® PLACE AIRBAG UPRIGHT WHEN REMOVED.

© FOLLOW SERVICE (SHOP) MANUAL INSTRUCTIONS
CAREFULLY.

A\ ATTENTION

LE GONFLEUR DE COUSSIN D'AIR EST EXPLOSIBLE ET
S’LL SE DEPLOIE ACCIDENTELLEMENT, IL RISQUE DE
PROVOQUER DES BLESSURES GRAVES OU DE TUER.

® NE PAS UTILISER DE MATERIEL D’ESSAI ELECTRIQUE
NI DE SONDE.
ILS POURRAIENT PROVOQUER UN DEPLOIEMENT
ACCIDENTEL DU COUSSIN D’AIR.

e IL N'Y A PAS DE PIECES REPARABLES A L'INTERIEUR.
NE PAS DEMONTER.

o QUAND ON RETIRE LE COUSSIN D’AIR, LE TENIR A LA
VERTICALE.

® SUIVRE ATTENTIVEMENT LES INSTRUCTIONS DU

MANUEL D’ENTRETIEN.
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(see page 1-8, 9)

(see page 1-9)
(see page 1-9, 10)
F (LHD) ‘]

(see page 1-10)

]

(see page 1-10, 11)

(see page 1-11) \\\v

(see page 1-11)

(cont'd)
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Warning/Caution Label Locations

,— (cont'd)

E: BAM INFLATOR LABEL (European Model only)
Morton International, Inc. manufactured inflator:

AIR BAG GAS GENERATOR UT11600

MORTON INTERNATIONAL, INC.

OGDEN UT. USA

HERSTELLUNGSJAHR: 19XX

EINFUHRER: HONDA DEUTSCHLAND
GMBH/OFFENBACH

BAM PT,-0388

DER GASGENERATOR DARF NUR FUR INSASSEN-

RUCKHALTESYSTEME MIT LUFTSACK IN KRAFTFAHR-

ZEUGE MONTIERT WERDEN.

DIE MONTAGE UND DEMONTAGE DES GASGENERA-

TORS DARF NUR VON DAFUR GESCHULTEM PERSONAL

VORGENOMMEN WERDEN.

CAUTION THE GAS GENERATOR SHOULD

CONTAINS ONLY BE INSTALLED IN VEHICLES

FLAMMABLE EQUIPPED WITH THE AIRBAG

SOLIDS SYSTEM. THE GAS GENERATOR IS

USDOT-E-8214 TO BE INSTALLED AND/OR
DISASSEMBLED ONLY BY TRAINED
PERSONNEL.

ATTENTION LE GENERATEUR DE GAZ NE PEUT
CONTENT ETRE INSTALLE QUE SUR DES
DE VEHICULES EQUIPES D'UN SYSTEME
SOLIDES AIRBAG. LE MONTAGE ET LE

FLAMMABLES DEMONTAGE DU GENERATEUR DE
US DOT-E-8214 GAZ NE PEUT ETRE EFFECTUE QUE
PAR UN PERSONNEL QUALIFIE.

NIPPON KOKI manufactured inflator

AIRBAG GAS GENERATOR NK8

NIPPON KOKI, SHIRAKAWA JAPAN

HERSTELLUNGSJAHR: 19XX

EINFUHRER: HONDA DEUTSCHLAND

GMBH/OFFENBACH

BAM PT,-0379

DER GASGENERATOR DART NUR FUR INSASSEN-

RUCKHALTESYSTEME MIT LUFTSACK IN KRAFTFAHR-

ZEUGE MONTIERT WERDEN.

DIE MONTAGE UND DEMONTAGE DES GASGENERA-

TORS DARF NUR VON DAFUR GESCHULTEM PERSONAL

VORGENOMMEN WERDEN.

CAUTION THE GAS GENERATOR SHOULD

CONTAINS ONLY BE INSTALLED IN VEHICLES

FLAMMABLE EQUIPPED WITH THE AIRBAG

SOLIDS SYSTEM. THE GAS GENERATOR IS
TO BE INSTALLED AND/OR
DISASSEMBLED ONLY BY TRAINED

PERSONNEL.
ATI'ENTION LE GENERATEUR DE GAZ NE PEUT
CONTENT ETRE INSTALLE QUE SUR DES
DE VEHICULES EQUIPES D'UN SYSTEME
SOLIDES AIRBAG. LE MONTAGE ET LE

FLAMMABLES DEMONTAGE DU GENERATEUR DE
GAZ NE PEUT ETRE EFFECTUE QUE
PAR UN PERSONNEL QUALIFIE.

F: SRS WARNING
{KS model)

WARNING

THIS VEHICLE IS EQUIPPED WITH AN AIRBAG SYSTEM
AS A SUPPLEMENTAL RESTRAINT SYSTEM (SRS).

ALL S.R.S. ELECTRICAL WIRING AND CONNECTORS ARE
COLORED YELLOW.

DO NOT USE ELECTRICAL TEST EQUIPMENT ON THESE
CIRCUITS.

TAMPERING WITH OR DISCONNECTING THE S.R.S.
WIRING COULD RESULT IN ACCIDENTAL FIRING OF THE
INFLATOR OR MAKE THE SYSTEM INOPERATIVE,
WHICH MAY RESULT IN SERIOUS INJURY.

VARING
DETTA FORDON HAR EN LUFTKUDDE FOR FORARSATET

SOM ETT KOMPLETTERANDE SKYDDSSYSTEM (SRS).
SAMTLIGA ELLEDNINGAR OCH KONTAKTER | SRS-
SYSTEMET AR GULFARGADE. ANVAND INTE ELEKTRISK
PROVUTRUSTNING FOR DESSA KRETSAR. OM DU
ANDRAR ELLER LOSSAR EN SRS-LEDNING KAN DET
RESULTERA | EN OAVSIKTLIG UTLOSNING AV
TRYCKPUMPEN ELLER GORA ATT SYSTEMET SLUTAR
FUNGERA. DA KAN EN ALLVARLIG OLYCKA UPPSTA.

VAROITUS[SRs]

TASSA AUTOSSA ON YLIMAARAISENA
TUKIJARJESTELMANA AJAJAN ILMATYYNY. (SRS)
KAIKKI SRS-SAHKOJOHDOT JA-LITTIMET OVAT
KELTAISET.

ALA KAYTA SAHKOKOELAITTEITA NAISSA
VIRTAPIIREISAA. SRS-JOHTOJEN TUKKEAMINEN TAI
IRROTAAMINEN SAATTAA SYTYTTAA VAHINGOSSA
PUMPUN TAIl TEHDA JARJESTELMAN
KAYTTOKELVOTTOMAKSL.

TASTA TAAS SAATTAA AIHEUTUA VAKAVIA
VAURIOITA.

(KM model)

SUPPLEMENTAL RESTRAINT SYSTEM (SRS)

THIS VEHICLE IS EQUIPPED WITH A DRIVER AND FRONT
SEAT PASSENGER AIRBAG.

ALL SRS ELECTRICAL WIRING AND CONNECTORS ARE
COLORED YELLOW.

TAMPERING WITH, DISCONNECTING OR USING
ELECTRICAL TEST EQUIPMENT ON THE SRS WIRING
CAN MAKE THE SYSTEM INOPERATIVE OR CAUSE
ACCIDENTAL FIRING OF THE INFLATOR.

A\ WARNING

THE AIRBAG INFLATOR IS EXPLOSIVE AND, IF
ACCIDENTALLY DEPLOYED, CAN SERIOUSLY HURT YOU.
FOLLOW SERVICE (SHOP) MANUAL INSTRUCTIONS

CAREFULLY.
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